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 Blackmer Model VRFO
Vapor Pump Assembly Options

ID# 1 or ID#1-A if the optional 90° pump 
manifold is installed

INVERTED COAXIAL LIQUID OUTLET 
AND LEFT HAND STANDARD COAXIAL 
90° LIQUID INLET

S/N 
TAG

ID# 2 or ID#2-A if the optional 90° pump 
manifold is installed 

INVERTED COAXIAL LIQUID OUTLET AND 
90° 3/4 NPT LIQUID INLET AND VAPOR 
OUTLET

S/N 
TAG

S/N 
TAG

S/N 
TAG

ID# 3 or ID#3-A if the optional 90° pump 
manifold is installed

INVERTED COAXIAL LIQUID OUTLET 
AND 3/4 NPT LIQUID INLET AND VAPOR 
OUTLET

ID# 4 or ID#4-A if the optional 90° pump 
manifold is installed 

3/4 NPT LIQUID OUTLET AND VAP0R INLET 
AND 3/4 NPT LIQUID INLET AND VAPOR 
OUTLET

S/N 
TAG

S/N 
TAG

ID# 5 or ID#5-A if the optional 90° pump 
manifold is installed

INVERTED COAXIAL LIQUID OUTLET AND 
RIGHT HAND STANDARD COAXIAL 90° 
LIQUID INLET

S/N 
TAG


